
Gasket Dimensions for Large Male and Female Joints

I.D. O.D. I.D. O.D.
1/4” 1/2” 1” - -
1/2” 1” 1-3/8” 13/16” 1-3/8”
3/4” 1-5/16” 1-11/16” 1-1/16” 1-11/16”
1” 1-1/2” 2” 1-1/4” 2”

1 1/4” 1-7/8” 2-1/2” 1-5/8” 2-1/2”
1 1/2” 2-1/8” 2-7/8” 1-7/8” 2-7/8”

2” 2-7/8” 3-5/8” 2-3/8” 3-5/8”
2 1/2” 3-3/8” 4-1/8” 3” 4-1/8”

3” 4-1/4” 5” 3-3/4” 5”
3 1/2” 4-3/4” 5-1/2” - -

4” 5-3/16” 6-3/16” 4-3/4” 6-3/16”
4 1/2” 5-11/16” 6-3/4” - -

5” 6-5/16” 7-5/16” 5-3/4” 7-5/16”
6” 7-1/2” 8-1/2” 6-3/4” 8-1/2”
8” 9-3/8” 10-5/8” 8-3/4” 10-5/8”

10” 11-1/4” 12-3/4” 10-3/4” 12-3/4”
12” 13-1/2” 15” 13” 15”
14” 14-3/4” 16-1/4” - -
16” 17” 18-1/2” - -
18” 19-1/4” 21” - -
20” 21” 23” - -
24” 25-1/4” 27-1/4” - -

All technical advise and recommendation are rendered by Seller free of charge. While based on data believed to be 
reliable, seller assumes no responsibility.

Style LMF

NPS
Nominal Pipe Size

Gasket Dimensions
150-1500 PSI 2500 PSI
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