
Gasket Dimensions for Class 75-350

Gasket I.D. Gasket O.D. Guide Ring O.D.
22” - - -
26” 26-1/2” 27-3/4” 29-5/8”
28” 28-1/2” 29-3/4” 31-5/8”
30” 30-1/2” 31-3/4” 33-7/8”
32” 32-1/2” 33-7/8” 35-7/8”
34” 34-1/2” 35-7/8” 37-7/8”
36” 36-1/2” 38-1/8” 40-3/8”
38” 38-1/2” 40-1/8” 42-3/8”
40” 40-1/2” 42-1/8” 44-3/8”
42” 42-1/2” 44-1/4” 46-5/8”
44” 44-1/2” 46-3/8” 49”
46” 46-1/2” 48-3/8” 51”
48” 48-1/2” 50-3/8” 53”
50” - - -
52” 52-1/2” 54-1/2” 57-3/8”
54” 54-1/2” 56-1/2” 59-3/8”
60” 60-1/2” 62-1/2” 65-3/8”

» Neck and Slip-On, Tube Turns 300lb WN and SO Tube Turns Cl. 350 WN PT705 Ladish 300lb PTS508 WN and 
509 SO, Not applicable for Tube Turns Class 350 Slip-On PT 714 which have a larger diameter BHC.

Dimensions Shown: Gasket I.D x Gasket O.D. x Guide Ring O.D.

Dimensions for Taylor Forge Class 350 Welding 350lbs
NPS

Nominal Pipe Size
Taylor Forge Class 350 Welding 350lbs

All technical advise and recommendation are rendered by Seller free of charge. While based on data believed to 
be reliable, seller assumes no responsibility.
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